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Model L L1 W W1 W2 H H1 C G N

CH-HRV2K2 666 725 580 510 290 264 20 100 19 Ø 144

CH-HRV3K2 744 675 599 657 315 270 111 100 19 Ø 144

CH-HRV4K2 744 675 804 860 480 270 111 100 19 Ø 144

CH-HRV6K2 824 754 904 960 500 270 111 107 19 Ø 194

CH-HRV8K2 1116 1045 884 940 428 388 170 85 19 Ø 242

CH-HRV10K2 1116 1045 1134 1190 678 388 170 85 19 Ø 242

CH-HRV13K2 1129 1059 1216 1273 621 388 170 85 19 Ø 242

Model CH-HRV2K2 CH-HRV3K2 CH-HRV4K2 CH-HRV6K2 CH-HRV8K2 CH-HRV10K2 CH-HRV13K2

Air flow volume (m3/h)

L 150 250 350 500 700 900 1000

M 200 300 400 600 800 1000 1300

H 200 300 400 600 800 1000 1300

External pressure (Pa)

L 60 75 80 89 92 80 75

M 70 82 85 92 96 85 85

H 75 85 88 97 100 86 90

Enthalpy 
Efficiency (%)

Summer

L 60 62 62 63 57 60 58

M 55 57 57 59 55 58 56

H 55 57 57 59 55 58 56

Winter

L 63 65 65 67 63 64 62

M 59 61 60 61 57 62 59

H 59 61 60 61 57 62 59

Temp. Eff.(%)

L 75 73 74 76 74 76 76

M 70 68 69 70 68 70 70

H 70 68 69 70 68 70 70

Noise dB(A)

L 25 27 31 29 34 34 38

M 30 34 37 35 39 38 41

H 31.5 34.5 37.5 39 41 42 43

Power supply ~220-240V/50Hz/1Ph

Current (A) 0.5 0.56 0.72 0.96 1.7 2.1 3.4

Input power (W) 105 117 150 200 355 440 710

Net weight (kg) 23 25 31 36 60 70 79

TECHNICAL SPECIFICATIONS

OVERALL DIMENSIONS

OA - inlet to the unit (intake) 
RA - extract air (exhaust) 
SA - supply air (inflow) 
FR (EA) - exhaust air (emission)

CH-HRV2K2 CH-HRV3~13K2
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SUPPLY AND EXHAUST VENTILATION UNIT OF K2 SERIES
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TECHNICAL SPECIFICATIONS

OVERALL DIMENSIONS

Model Item CH-
HRV1.5KDC

CH-
HRV2.5KDC

CH-
HRV3.5KDC

CH- 
HRV5KDC

CH-
HRV6.5KDC

CH- 
HRV8KDC

CH-
HRV10KDC

CH-
HRV15KDC

CH-
HRV20KDC

Air flow volume m3/h 150 250 350 500 650 800 1000 1500 2000

Energy 
efficiency rate

Heating
%

70-76 70-75 69-75 67-75 68-73 71-77 71-78 71-77 71-78
Cooling 63-70 63-73 66-72 62-74 62-70 65-74 65-74 65-74 65-74

Thermal efficiency rate % 75-82 75-82 75-84 75-86 75-84 75-84 75-85 75-84 75-85
Sound pressure dB(A) 31.5 34.5 37.5 39 39.5 42 43 50 51.5
Power supply V/Hz/Ph ~220-240V/50Hz/1Ph
Output power W 26 46 60 88 114 186 243 372 486
Weight kg 25 29 37 43 64 71 83 165 189
Dimensions (WxHxD) mm 580x264x808 599x270x882 804x270x882 904x270x962 884x340x1222 884x388x1322 1134x388x1322 884x785x1322 1134x785x1322
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Model L L1 W W1 W2 H H1 C G N
CH-HRV1.5KDC 808 867 580 510 290 264 20 100 19 Ø 144
CH-HRV2.5KDC 882 810 599 657 315 270 111 100 19 Ø 144
CH-HRV3.5KDC 882 810 804 860 480 270 111 100 19 Ø 144
CH-HRV5KDC 962 890 904 960 500 270 111 107 19 Ø 194
CH-HRV6.5KDC 1222 1150 884 940 480 340 146 107 19 Ø 194
CH-HRV8KDC 1322 1250 884 940 428 388 170 85 19 Ø 242
CH-HRV10KDC 1322 1250 1134 1190 678 388 170 85 19 Ø 242
CH-HRV15KDC 1322 1250 884 940 428 785 170 150 19 280×650
CH-HRV20KDC 1322 1250 1134 1190 678 785 170 150 19 280×650

CH-HRV1.5~5KDC

CH-HRV15~20KDC

CH-HRV6.5~10KDC
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SUPPLY AND EXHAUST VENTILATION UNIT OF THE KDC SERIES

Model Speed
1 2 3 4 5 6 7 8 9 10

CH-HRV1.5KDC 21.0 22.2 23.3 24.5 25.7 26.9 28.0 29.2 30.4 31.5
CH-HRV2.5KDC 23.0 24.3 25.5 26.8 28.1 29.4 30.6 31.9 33.2 34.5
CH-HRV3.5KDC 25.0 26.4 27.8 29.1 30.5 31.9 33.3 34.7 36.0 37.5
CH-HRV5KDC 26.0 27.4 28.9 30.3 31.8 33.2 34.6 36.1 37.5 39.0
CH-HRV6.5KDC 26.3 27.8 29.3 30.7 32.2 33.6 35.1 36.6 38.0 39.5
CH-HRV8KDC 28.0 29.6 31.1 32.7 34.2 35.8 37.3 38.9 40.4 42.0
CH-HRV10KDC 28.7 30.2 31.8 33.4 35.0 36.6 38.1 39.7 41.3 43.0
CH-HRV15KDC 33.3 35.2 37.0 38.9 40.7 42.6 44.4 46.3 48.1 50.0
CH-HRV20KDC 34.3 36.2 38.2 40.1 42.0 43.9 45.8 47.7 49.6 51.5

SOUND PRESSURE DB(A)
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Model CH-HRV2K2 CH-HRV3K2 CH-HRV4K2 CH-HRV6K2 CH-HRV8K2 CH-HRV10K2 CH-HRV13K2

Airflow (m3/h)

L 150 250 350 500 700 900 1000

M 200 300 400 600 800 1000 1300

H 200 300 400 600 800 1000 1300

External pressure (Pa)

L 60 75 80 89 92 80 75

M 70 82 85 92 96 85 85

H 75 85 88 97 100 86 90

Enthalpy Eff.(%)

Cooling 

L 60 62 62 63 57 60 58

M 55 57 57 59 55 58 56

H 55 57 57 59 55 58 56

Heating

L 63 65 65 67 63 64 62

M 59 61 60 61 57 62 59

H 59 61 60 61 57 62 59

Temp.Eff (%)

L 75 73 74 76 74 76 76

M 70 68 69 70 68 70 70

H 70 68 69 70 68 70 70

Noise dB (A)

L 22 23 25 25 32 32 37

M 25 27 29 31 37 36 40

H 27 30 32 35 39 40 42

Voltage (V) 220 220 220 220 220 220 220

Current (A) 0.5 0.56 0.72 0.96 1.7 2.1 3.4

Input Power (W) 105 117 150 200 355 440 710

Net Weight (KG) 23 25 31 36 60 70 79

Model CH-HRV15K2*1

CH-HRV15AK2*2 
CH-HRV20K2*1

CH-HRV20AK2*2
CH-HRV25K2*1

CH-HRV25AK2*2
CH-HRV30K2*1

CH-HRV30AK2*2

Airflow (m3/h)

L 1000 1200 2000 2500

M 1500 2000 2500 3000

H 1500 2000 2500 3000

External pressure (Pa)

L 84 110 140 150

M 135 132 170 180

H 163 176 200 210

Enthalpy Eff.(%)

Cooling 

L 69 65 64 63

M 66 62 61 60

H 66 62 61 60

Heating

L 74 73 72 71

M 70 71 70 69

H 70 71 70 69

Temp.Eff (%)

L 74 74 73 73

M 71 71 70 70

H 71 71 70 70

Noise dB (A)

L 46 49 50 51

M 49 51 52 54

H 51 53 55 57

Voltage (V) 220 220 220 220

Current (A) 2.3/3.6/3.8 3.0/4.6/4.8 4.5/6.0/6.3 6.5/8.7/9.0

Input Power (W) 485/740/785 650/980/1020 940/1250/1300 1400/1870/1950

Net Weight (KG) 110 112 130 142

ENERGY RECOVERY 
VENTILATION SYSTEM

�� Temperature display

�� Speed selection

�� Weekly timer

�� Bypass                                                                                                          
(not available on models CH-HRV15K2, CH-HRV20K2, CH-HRV25K2, CH-HRV30K2)

�� External ON/OFF

�� Comfortable heater control

�� Defrosting

�� CO2 control (Optional)

�� Filter alarm

�� Fault alarm

�� Data memory

�� Night free cooling                                                                                         
(not available on models CH-HRV15K2, CH-HRV20K2, CH-HRV25K2, CH-HRV30K2)

�� BMS integration

�� Humidity control (Optional)

�� Defrosting heater control

�� Working condition monitor

ON/OFF

ON/OFF

*1 - Cellulose heat 
exchanger

*2 - Aluminum heat 
exchanger


